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Fig. 1 



BEST AVAILABLE COPY 




BEST AVAILABLE COPY 




Fig. 3 



BEST AVAILABLE COPY 



50 Set three -wav valve A 30 anc 
three-way valve B 31 as follows. 
Three-way valve A 30 

Line A * Opened 

Line B • Opened 

Line C : Closed 
Three-way valve B 31 

line D : Opened 

Line E : Opened 

Line F : Closed 
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51 Start pump 27. 
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52 Measure coolant pressure 
drop by pressure gauge A 34 
and pressure gauge B 36. 






53 Control pressure contro 
valve A 33 and pressure contra 
valve B 35 to keep pressure 
drop lower than the 
predetermined number. 







Fig. 4 



60 Stop pump 27. 
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61 Set three-way valve A 30 anc 
three-way valve B 31 as follows. 
Three-way valve A 30 

line A Opened 

Line B : Closed 

Line C : Opened 
Three-way valve B 31 

Line D : Opened 

Line E : Closed 
line F : Opened 



62 Start blower 32. 



63 Control pressure contra 
valve A 33 and pressure contra 
valve B 35 to keep pressure 
drop lower than the 
predetermined number. 




Yes 



65 Stop blower 32. 



Fig. 5 




Fig. 6 
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